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Dry Cleaner Compliance Calendar
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Weekly Leak Detection Inspection Records(0f F =& Of 20 Cist 7| 2)
Is the inspected equipment leaking?®™ A 59| 7t Aj=7¢?
Inspected Equipment - - - - - Date Parts Ordered Date Parts Received Date of Repair
s M7 A Date2X}: |Date@Xt: |[Date@X}: |Date@Xt: |DateX}: sz ool Dz Ao} 3| AR}

DA SO0 T AZES N Y N Y N Y N Y N Y

E 0] 7}A 21 & Seatings N Y N Y N Y N Y N Y

T 7FAZ & Seatings N Y N Y N Y N Y N Y

= N Y N Y N Y N Y N Y

SHE 3 & ZHO|H N Y N Y N Y N Y N Y

=227 N Y N Y N Y N Y N Y

WIH 7| FH N Y N Y N Y N Y N Y

hed N Y N Y N Y N Y N Y

B 7| S N Y N Y N Y N Y N Y

g ] N Y N Y N Y N Y N Y

37| EH512F N Y N Y N Y N Y N Y

Follm 7| & 2H| 0|4 N Y N Y N Y N Y N Y SH|H 7| S 2 0| {= UMY o 20| 20| B EAE| QlLf? N Y

. ion = =5
Weekly Pressure Monitoring Log Weekly Condenser X P_CE Concentrathn 235= 53
(0§ == 3 =3 7|2 H)* Measuring the Pressure of 0 Temperature Log “11S|Igf7t|h'i B{ngi‘;gﬂfiﬁq{%gﬁm
the Refrigeration System (W ZHA| AHI Q124 7| B) r D= Uztexy| e =X g+ — = - oo Col-ld
e > Date( 2 X}) Concentration in PPM (5 =)
2 Xx|0orad.  Xx|x{ored. = S
M= K| AR 18 Hnud: o8 HXMYH: Date( X} Temperature(2 L)
Date(2X}) g M e
* GP-012AT % 7|7+ 0| R TAE S LIF0| S
0} 7| LAIFRIBHCL.
*E2t0| IFE B0l W2 A| AR 20| M EYA I 2F S 2o = 2 Ch2 ObX| 9 0| FO| Lt E 20| J2fL}, 20024 18 0| 20| M ZHE 4 MCH 7| A= T2
HEILH 0l 2 S3H=X| & lotct. ﬁﬁﬁsﬂ%ﬁ}%ijJ(FH%ﬁP%Ml7'20c = 7} 300ppm O|5H0{ Ok, 20025 12112 O| A 0f
3 g StE Si{Of SFLCt. N .
- x| 7| %= 500ppm 0| }0| 0fOF BT,
*OiEElE ML AR S KA 5o
SIC},




Monthly Leak Detection(O| & +=0j & Solvent Purchases 12-Month Total Number of Wash Loads 12-Month Total
Z7X)* Using a Halogenated Detector or (&Y E FO{ 2 127 & Total) (7| A AR (M EHZ| 4= 127 € Total)
PCE Gas Analyzer (22 2l ZA}7|Lt
HI3==2tX| 7| 2 0| &30F &) 12-Month Total Due January 1: 12-Month Total From Due January 1:
. Date: From Last Month Last Month Total
Inspected Equipment EESE RS H 71 A A (=215 1270 2 Tota
S A O 11 017:1 H o
Ly e il N ¥ Subtract Solvent Subtract Wash Load Count
= 0f 7}AZl & Seatings N Y Purchased from — from January 2016 —
o 7}A 7 & Seatings N Y January 2016 (M= 22H) (HEsESH)
Bz N Y
SHE 283 & 2H 0| N Y Subtotal (A7) = Subtotal (7)) =
= =2|7] N Y
7H7| A N Y Add Solvent Purchases Add Wash Load Count
=27| N Y from JanJua:v+2017 + from January 2017 +
— =2l ghih Z QIS
b 7| S N Y (&2 g (S
Moty N Y Due February 1: Due February 1:
57| 2EH 523 N Y 12-Month Total = 12-Month Total =
Rolim 7| = Z2E0lH N Y (127§ &= H) (1274 )
* FELAEH|= 25ppmO|3te| s E 5FY At 1271 A 7ho] SHESLONE ot A = O e X|'et127 O] 7| A (M ENR =8t A =
= QU= ZH| o of BiCt. 198 7|ZE 2 2 A 4| O] OF BHC. OjEt 1Y S 7| Z 2 2 A AtZ|OfOF BIC}.
January 2017 Ratio of Solvent Purchased to
Sunday Monday Tuesday Wednesday Thursday Friday Saturday Dry Weight of Articles Cleaned

1 2 3

4

5 6

7

Solvent Purchases 12-Month Total:

10

11

12

13

14

Due February 1:

Due February 1:

Wash Loads 12-Month Total:

15 16 17

18

19

20

21

Machine Capacity (in pounds):

22 23 24

25

26

27

28

Ratio Formula:

(Solvent Total: Gallon) X (

8.5 Ibs/Gal)

(Wash Load Total # ) X (Machine Capacity: |bs)

29 30 31

Training visit

For time and date of the CRTK Webinar

www.nj.gov/dep/enforcement/rtk.html

( ) X (85

)

( ) X (

)

Due February 1:

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on

the 15t day of the month



http://www.nj.gov/dep/enforcement/rtk.html

Weekly Leak Detection Inspection Records

Inspected Equipment

Is the inspected equipment leaking?

Date:

Date: Date: Date:

Date:

Date Parts Ordered

Date Parts Received Date of Repair

Hose & Pipe Connections

Door Gaskets & Seatings

Filter Gaskets & Seatings

Pumps

Solvent Tanks & Containers

Water Separators

Muck Cookers

Stills

Exhaust Dampers

Diverter Valves

All Filter Housings

Hazardous Waste Containers

Zl|IZ|1Z2|1Z2|Z2|2|2|2|2|2|2|2

<|=<|=<|=<|=<|=<]|=<]|=<|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<
zlzlzlzlz|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<|=<|=<]|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<[|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<

Zl|Z|1Z2|1Z2|Z2|2|2|2|2|2|2]|2

<|=<|=<|=<[=<|=<]|=<|=<|<|<]|=<]|=<

Are hazardous waste containers labeled & dated properly? N Y

Weekly Pressure Monitoring Log *
Measuring the Pressure of
the Refrigeration System

Q

Weekly Condenser
Temperature Log *

Manufacturer |High Pressure:
Specification

Low Pressure:

Date

Temperature

Date High Pressure

Low Pressure

*  During the drying phase determine if the high & low
pressure of the refrigeration system is in the range of

the manufacturer’s specifications.

Before the end of the cool-down or
drying cycle a temperature of 7.2°C
(45°F) or below must be achieved.

* Check your permit compliance plan for
applicable requirements.

PCE Concentration *
Inside the Dry Cleaning Machine Drum

Date Concentration in PPM

* For GP-012A *THIS MONITORING REQUIREMENT HAS
BEEN SUSPENDED UNTIL FURTHER NOTICE*

However, 4t Generation Machines or higher must still
meet a standard of 300 ppm for machines manufactured
on or after January 1, 2002 and 500 ppm for machines
manufactured before January 1, 2002.*




Monthly Leak Detection *
Using a Halogenated Detector or

PCE Gas Analyzer

Solvent Purchases
12-Month Total

Number of Wash Loads
12-Month Total

Due February 1:
12-Month Total From

Due February 1:
12-Month Total From

Inspected Equipment Date:
Hose & Pipe Connections N Y
Door Gaskets & Seatings N Y
Filter Gaskets & Seatings N Y
Pumps N Y
Solvent Tanks & Containers N Y
Water Separators N Y
Muck Cookers N Y
Stills N Y
Exhaust Dampers N Y
Diverter Valves N Y
All Filter Housings N Y
Hazardous Waste Containers N Y

Last Month Last Month
Subtract Solvent Subtract Wash Load
Purchased from — Count from —
February 2016 February 2016
Subtotal = Subtotal =
Add Solvent Add Wash Load
Purchases from + Count from +
February 2017 February 2017
Due March 1: Due March 1:

12-Month Total =

12-Month Total =

* Leak detection equipment must be capable of

detecting PCE at 25 ppm or below.

The sum of solvent purchases for the previous 12
months must be calculated on the 1st day of the
month.

The sum of wash loads for the previous 12
months must be calculated on the 15t day of the
month.

February 2017

Sunday Monday

Tuesday

Wednesday

Thursday Friday Saturday

1

2 3 4

9 10 11

12 13 14

15

16 17 18

Ratio of Solvent Purchased to
Dry Weight of Articles Cleaned

Due March 1:
Solvent Purchases 12-Month Total:
Due March 1:
Wash Loads 12-Month Total:
Machine Capacity (in pounds):
Ratio Formula:
(Solvent Total: Gallon) X ( 8.5 Ibs/Gal)

(Wash Load Total # ) X (Machine Capacity: Ibs)

19 20 21

22

23 24 25

26 27 28

For time and date of the CRTK Webinar
Training visit
www.nj.gov/dep/enforcement/rtk.html

Due March 1:
( )X (85 ) |_

( ) X ( ) |

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 15t day of the month



http://www.nj.gov/dep/enforcement/rtk.html

Weekly Leak Detection Inspection Records(0f F =& Of 20 Cist 7| 2)
Is the inspected equipment leaking?®™ A 59| 7t Aj=7¢?
Inspected Equipment - - - - - Date Parts Ordered Date Parts Received Date of Repair
s M7 A Date2X}: |Date@Xt: |[Date@X}: |Date@Xt: |DateX}: sz ool Dz Ao} 3| AR}

DA SO0 T AZES N Y N Y N Y N Y N Y

E 0] 7}A 21 & Seatings N Y N Y N Y N Y N Y

T 7FAZ & Seatings N Y N Y N Y N Y N Y

= N Y N Y N Y N Y N Y

SHE 3 & ZHO|H N Y N Y N Y N Y N Y

=227 N Y N Y N Y N Y N Y

WIH 7| FH N Y N Y N Y N Y N Y

hed N Y N Y N Y N Y N Y

B 7| S N Y N Y N Y N Y N Y

g ] N Y N Y N Y N Y N Y

37| EH512F N Y N Y N Y N Y N Y

Follm 7| & 2H| 0|4 N Y N Y N Y N Y N Y SH|H 7| S 2 0| {= UMY o 20| 20| B EAE| QlLf? N Y

. ion = =5
Weekly Pressure Monitoring Log Weekly Condenser X P_CE Concentrathn 235= 53
(0§ == 3 =3 7|2 H)* Measuring the Pressure of 0 Temperature Log “11S|Igf7t|h'i B{ngi‘;gﬂfiﬁq{%gﬁm
the Refrigeration System (W ZHA| AHI Q124 7| B) r D= Uztexy| e =X g+ — = - oo Col-ld
e > Date( 2 X}) Concentration in PPM (5 =)
2 Xx|0orad.  Xx|x{ored. = S
M= K| AR 18 Hnud: o8 HXMYH: Date( X} Temperature(2 L)
Date(2X}) g M e
* GP-012AT % 7|7+ 0| R TAE S LIF0| S
0} 7| LAIFRIBHCL.
*E2t0| IFE B0l W2 A| AR 20| M EYA I 2F S 2o = 2 Ch2 ObX| 9 0| FO| Lt E 20| J2fL}, 20024 18 0| 20| M ZHE 4 MCH 7| A= T2
HEILH 0l 2 S3H=X| & lotct. ﬁﬁﬁsﬂ%ﬁ}%ijJ(FH%ﬁP%Ml7'20c = 7} 300ppm O|5H0{ Ok, 20025 12112 O| A 0f
3 g StE Si{Of SFLCt. N .
- x| 7| %= 500ppm 0| }0| 0fOF BT,
*OiEElE ML AR S KA 5o
SIC},




Monthly Leak Detection(O| & +=0j & Solvent Purchases 12-Month Total Number of Wash Loads 12-Month Total
Z7X)* Using a Halogenated Detector or (&Y E FO{ 2 127 & Total) (7| A AR (M EHZ| 4= 127 € Total)
PCE Gas Analyzer (22 2l ZA}7|Lt
H3 L-=272tX|7| £ 0| 26}0} &) 12-Month Total Due March 1: 12-Month Total From Due March 1:
. Date: From Last Month Last Month Total
[EEEELEE EQUIAm S R|cHer 12702 0] Y A 2 7|2 AHB (M EH2] 4 1274 2 Total
S A O 11 7:1 |:| [e)
L) e il N ¥ Subtract Solvent Subtract Wash Load Count
T Of 7kAZ & Seatings N Y Purchased from — from March 2016 —
o 7}A 7 & Seatings N Y March 2016 (=22 x) (HESESH)
3o N Y
SHE 283 & 2H 0| N Y Subtotal (A7) = Subtotal (7)) =
2 22|17 N Y
7H7| A N Y Add Solvent Purchases Add Wash Load Count
had N Y from Moa'fh 2017 + from March 2017 +
by 7| 24 N Y (& e (S
MatHig N Y Due April 1: Due April 1:
57| ZE 823 N Y 12-Month Total = 12-Month Total =
YL o
ol 7| = 2H| 0|4 N Y (1274 &=A) (1270 &)
* FEUAYH|= 25ppmO|3| S EE FEY Alet1278 drte| SHME DS i A = 0 X274 F2Eo| ZIAAME(MENR =S A=
= QU= ZH| o of BiCt. 198 7|ZE 2 2 A 4| O] OF BHC. OjEt 1Y S 7| Z 2 2 A AtZ|OfOF BIC}.
March 2017 Ratio of Solvent Purchased to
Sunday Monday Tuesday Wednesday Thursday Friday Saturday Dry Weight of Articles Cleaned
1 crTK 2 3 4 Due April 1:
Solvent Purchases 12-Month Total:
Survey Due
Due April 1:
5 6 7 8 9 10 11 Wash Loads 12-Month Total:
Machine Capacity (in pounds):
12 13 14 15 16 17 18 Ratio Formula:
(Solvent Total: Gallon) X ( 8.5 Ibs/Gal)

19 20

21

22

23 24

25

26 27

28

29

30 31

(Wash Load Total # ) X (Machine Capacity: |bs)

Due April 1:
( )X ( 85 ) |_
( ) X ) |

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 15t day of the month




Weekly Leak Detection Inspection Records

Inspected Equipment

Is the inspected equipment leaking?

Date:

Date: Date: Date:

Date:

Date Parts Ordered

Date Parts Received Date of Repair

Hose & Pipe Connections

Door Gaskets & Seatings

Filter Gaskets & Seatings

Pumps

Solvent Tanks & Containers

Water Separators

Muck Cookers

Stills

Exhaust Dampers

Diverter Valves

All Filter Housings

Hazardous Waste Containers

Zl|IZ|1Z2|1Z2|Z2|2|2|2|2|2|2|2

<|=<|=<|=<|=<|=<]|=<]|=<|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<
zlzlzlzlz|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<|=<|=<]|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<[|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<

Zl|Z|1Z2|1Z2|Z2|2|2|2|2|2|2]|2

<|=<|=<|=<[=<|=<]|=<|=<|<|<]|=<]|=<

Are hazardous waste containers labeled & dated properly? N Y

Weekly Pressure Monitoring Log *
Measuring the Pressure of
the Refrigeration System

Q

Weekly Condenser
Temperature Log *

Manufacturer |High Pressure:
Specification

Low Pressure:

Date

Temperature

Date High Pressure

Low Pressure

*  During the drying phase determine if the high & low
pressure of the refrigeration system is in the range of

the manufacturer’s specifications.

Before the end of the cool-down or
drying cycle a temperature of 7.2°C
(45°F) or below must be achieved.

* Check your permit compliance plan for
applicable requirements.

PCE Concentration *
Inside the Dry Cleaning Machine Drum

Date Concentration in PPM

* For GP-012A *THIS MONITORING REQUIREMENT HAS
BEEN SUSPENDED UNTIL FURTHER NOTICE*

However, 4t Generation Machines or higher must still
meet a standard of 300 ppm for machines manufactured
on or after January 1, 2002 and 500 ppm for machines
manufactured before January 1, 2002.*




Monthly Leak Detection * Solvent Purchases Number of Wash Loads
Using a Halogenated Detector or 12-Month Total 12-Month Total
PCE Gas Analyzer Due April 1: Due April 1:
Date: 12-Month Total From 12-Month Total From
Inspected Equipment ate: Last Month Last Month
Hose & Pipe Connections N Y Subtract Solvent Subtract Wash Load
Door Gaskets & Seatings N Y Pufhaf‘;gigom — C,:uqtzf(;(ig] —
Filter Gaskets & Seatings N Y pri pri
Pumps N Y
Solvent Tanks & Containers N Y Subtotal = Subtotal =
Water Separators N Y
Muck Cookers N Y Add Solvent Add Wash Load
- Purchases from + Count from +
Stills N Y April 2017 April 2017
Exhaust Dampers N Y
- Due May 1: Due May 1:
Diverter Valves N Y
All Filter Housings N Y 12-Month Total = 12-Month Total =
Hazardous Waste Containers N ¥ The sum of solvent purchases for the previous 12 The sum of wash loads for the previous 12
* Leak detection equipment must be capable of months must be calculated on the 1st day of the months must be calculated on the 15t day of the
detecting PCE at 25 ppm or below. month. month.
April 2017 Ratio of Solvent Purchased to
Dry Weight of Articles Cleaned
Sunday Monday Tuesday Wednesday Thursday Friday Saturday y &
Due May 1:
1 Solvent Purchases 12-Month Total:
Due May 1:
Wash Loads 12-Month Total:
Machine Capacity (in pounds):
Ratio Formula:
9 10 11 12 13 14 15 (Solvent Total: Gallon) X ( 8.5 Ibs/Gal)
(Wash Load Total # ) X (Machine Capacity: Ibs)
Due May 1:
16 17 18 19 20 21 22 ( )X ( 85 ) |_
( ) X ( )
23 The Ratio of Solvent Purchased to Dry Weight of Articles
24 25 26 27 28 29 Cleaned for the previous 12 months must be calculated on
30 the 15t day of the month




Weekly Leak Detection Inspection Records(0f F =& Of 20 Cist 7| 2)
Is the inspected equipment leaking?®™ A 59| 7t Aj=7¢?
Inspected Equipment - - - - - Date Parts Ordered Date Parts Received Date of Repair
s M7 A Date2X}: |Date@Xt: |[Date@X}: |Date@Xt: |DateX}: sz ool Dz Ao} 3| AR}

DA SO0 T AZES N Y N Y N Y N Y N Y

E 0] 7}A 21 & Seatings N Y N Y N Y N Y N Y

T 7FAZ & Seatings N Y N Y N Y N Y N Y

= N Y N Y N Y N Y N Y

SHE 3 & ZHO|H N Y N Y N Y N Y N Y

=227 N Y N Y N Y N Y N Y

WIH 7| FH N Y N Y N Y N Y N Y

hed N Y N Y N Y N Y N Y

B 7| S N Y N Y N Y N Y N Y

g ] N Y N Y N Y N Y N Y

37| EH512F N Y N Y N Y N Y N Y

Follm 7| & 2H| 0|4 N Y N Y N Y N Y N Y SH|H 7| S 2 0| {= UMY o 20| 20| B EAE| QlLf? N Y

. ion = =5
Weekly Pressure Monitoring Log Weekly Condenser X P_CE Concentrathn 235= 53
(0§ == 3 =3 7|2 H)* Measuring the Pressure of 0 Temperature Log “11S|Igf7t|h'i B{ngi‘;gﬂfiﬁq{%gﬁm
the Refrigeration System (W ZHA| AHI Q124 7| B) r D= Uztexy| e =X g+ — = - oo Col-ld
e > Date( 2 X}) Concentration in PPM (5 =)
2 Xx|0orad.  Xx|x{ored. = S
M= K| AR 18 Hnud: o8 HXMYH: Date( X} Temperature(2 L)
Date(2X}) g M e
* GP-012AT % 7|7+ 0| R TAE S LIF0| S
0} 7| LAIFRIBHCL.
*E2t0| IFE B0l W2 A| AR 20| M EYA I 2F S 2o = 2 Ch2 ObX| 9 0| FO| Lt E 20| J2fL}, 20024 18 0| 20| M ZHE 4 MCH 7| A= T2
HEILH 0l 2 S3H=X| & lotct. ﬁﬁﬁsﬂ%ﬁ}%ijJ(FH%ﬁP%Ml7'20c = 7} 300ppm O|5H0{ Ok, 20025 12112 O| A 0f
3 g StE Si{Of SFLCt. N .
- x| 7| %= 500ppm 0| }0| 0fOF BT,
*OiEElE ML AR S KA 5o
SIC},




Monthly Leak Detection(Oj &t == 0 &
Z7d)* Using a Halogenated Detector or
PCE Gas Analyzer (&t 2 2 AA}7| L}
HIA+Z=UX| 7| E 0| 83H0f o)
Inspected Equipment Date:
SA oo 99 N Y
0] 7}A 2 & Seatings N Y
Tl E| 7}AZH & Seatings N Y
HI N Y
EHIE 23 & ZH 0| N_Y
g =227 N Y
W7l 254 N_Y
=27| N Y
o 7] N_Y
Fg s N_Y
27| I 312 % N_Y
olm 7| = ZH 0|4 AR
* SEZHAMEH|E 250pmO0[310] ZEE FYE
7 A= YH| O Of oLt

Solvent Purchases 12-Month Total
(SHIE 0 2F 127} & Total)

Number of Wash Loads 12-Month Total
(7| AIAHE (M| ENZ| 4= 127 & Total)

12-Month Total Due May 1: 12-Month Total From Due May 1:
From Last Month Last Month Total
K| HE 1272 Ol & = A & 7| A AHE (M ENZ] 4= 1271 & Total
Subtract Solvent Subtract Wash Load Count
Purchased from — from May 2016 —
May 2016 (RS LSH|) (HdsL=H)
Subtotal (27)) = Subtotal (&#)) =
Add Solvent Purchases Add Wash Load Count
from May 2017 from May 2
y 2017
(S 3 + (S 23t +
Due June 1: Due June 1:

12-Month Total =
(12742 5A)

12-Month Total =
(1270 E=A)

x| 1274270

=L —

1gs7|1=

SHE 0N SIS ONe
o2 7 4kE|ojof BiLt.

X' 1274 2| 7| AL (M ENR = A =
O 1S 7[FE2 2 A AHE|Of OF BHCL.

May 2017

Sunday Monday

Tuesday

Wednesday

Thursday

Friday

Saturday

Ratio of Solvent Purchased to
Dry Weight of Articles Cleaned

2

3

4

6

10

11

12

13

14 15

16

17

18

19

20

Due June 1:
Solvent Purchases 12-Month Total:
Due June 1:
Wash Loads 12-Month Total:
Machine Capacity (in pounds):
Ratio Formula:
(Solvent Total: Gallon) X ( 8.5 Ibs/Gal)

(Wash Load Total # ) X (Machine Capacity: |bs)

21 22

23

24

25

26

27

( ) X (85

)

( ) X (

)

Due June 1:

28 29

30

31

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on

the 15t day of the month




Weekly Leak Detection Inspection Records

Inspected Equipment

Is the inspected equipment leaking?

Date:

Date: Date: Date:

Date:

Date Parts Ordered

Date Parts Received Date of Repair

Hose & Pipe Connections

Door Gaskets & Seatings

Filter Gaskets & Seatings

Pumps

Solvent Tanks & Containers

Water Separators

Muck Cookers

Stills

Exhaust Dampers

Diverter Valves

All Filter Housings

Hazardous Waste Containers

Zl|IZ|1Z2|1Z2|Z2|2|2|2|2|2|2|2

<|=<|=<|=<|=<|=<]|=<]|=<|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<
zlzlzlzlz|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<|=<|=<]|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<[|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<

Zl|Z|1Z2|1Z2|Z2|2|2|2|2|2|2]|2

<|=<|=<|=<[=<|=<]|=<|=<|<|<]|=<]|=<

Are hazardous waste containers labeled & dated properly? N Y

Weekly Pressure Monitoring Log *
Measuring the Pressure of
the Refrigeration System

Q

Weekly Condenser
Temperature Log *

Manufacturer |High Pressure:
Specification

Low Pressure:

Date

Temperature

Date High Pressure

Low Pressure

*  During the drying phase determine if the high & low
pressure of the refrigeration system is in the range of

the manufacturer’s specifications.

Before the end of the cool-down or
drying cycle a temperature of 7.2°C
(45°F) or below must be achieved.

* Check your permit compliance plan for
applicable requirements.

PCE Concentration *
Inside the Dry Cleaning Machine Drum

Date Concentration in PPM

* For GP-012A *THIS MONITORING REQUIREMENT HAS
BEEN SUSPENDED UNTIL FURTHER NOTICE*

However, 4t Generation Machines or higher must still
meet a standard of 300 ppm for machines manufactured
on or after January 1, 2002 and 500 ppm for machines
manufactured before January 1, 2002.*




Monthly Leak Detection * Solvent Purchases Number of Wash Loads
Using a Halogenated Detector or 12-Month Total 12-Month Total
PCE Gas Analyzer Due June 1: Due June 1:
Date: 12-Month Total From 12-Month Total From
Inspected Equipment ate: Last Month Last Month
Hose & Pipe Connections N Y Subtract Solvent Subtract Wash Load
Door Gaskets & Seatings N Y Purchased from — Count from —
- - June 2016 June 2016
Filter Gaskets & Seatings N Y
Pumps N Y
Solvent Tanks & Containers N Y Subtotal = Subtotal =
Water Separators N Y
Muck Cookers N Y Add Solvent Add Wash Load
- Purchases from + Count from +
Stills N_Y June 2017 June 2017
Exhaust Dampers N Y
- Due July 1: Due July 1:
Diverter Valves N Y
All Filter Housings N Y 12-Month Total = 12-Month Total =
Hazardous Waste Containers N_Y The sum of solvent purchases for the previous 12 The sum of wash loads for the previous 12
* Leak detection equipment must be capable of months must be calculated on the 1st day of the months must be calculated on the 15t day of the
detecting PCE at 25 ppm or below. month. month.
June 2017 Ratio of Solvent Purchased to
Dry Weight of Articles Cleaned
Sunday Monday Tuesday Wednesday Thursday Friday Saturday y &
Due July 1:
1 2 3 Solvent Purchases 12-Month Total:
Due July 1:
Wash Loads 12-Month Total:
Machine Capacity (in pounds):
Ratio Formula:
11 12 13 14 15 16 17 (Solvent Total: Gallon) X ( 8.5 Ibs/Gal)
(Wash Load Total # ) X (Machine Capacity: Ibs)
Due July 1:
18 19 20 21 22 23 24 ( )X ( 85 ) |_
( ) X ( )
25 26 27 28 29 30 The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 15t day of the month




Weekly Leak Detection Inspection Records(0f F =& Of 20 Cist 7| 2)
Is the inspected equipment leaking?®™ A 59| 7t Aj=7¢?
Inspected Equipment Date Parts Ordered Date Parts Received Date of Repair
p—'.‘—% 7§173 Eﬁjg Date2X}: |Date@Xt: |[Date@X}: |Date@Xt: |DateX}: sz ool Dz Ao} ~g] OEI;;

oA G Oo|Z AL N Y N Y N Y N Y N Y

E 0] 7}A 21 & Seatings N Y N Y N Y N Y N Y

T 7FAZ & Seatings N Y N Y N Y N Y N Y

Ho N Y N Y N Y N Y N Y

SHE 23 & ZH 0| N Y N Y N Y N Y N Y

= =2|7| N Y N Y N Y N Y N Y

MW 7| 77 N Y N Y N Y N Y N Y

S&7I N Y N Y N Y N Y N Y

HY 7| I N Y N Y N Y N Y N Y

Moty N Y N Y N Y N Y N Y

37| 2H 5123 N Y N Y N Y N Y N Y

ol 7| = 2E oY N Y N_Y N Y N Y N Y SE 7|2 20| SRF 7| 0] 20| & HAE QL N Y

Weekly Pressure Monitoring Log Weekly Condenser i P_CE Concentrathn gﬂ%_i =3
(043 22 =X 7|2 E)* Measuring the Pressure of 0 Temperature Log "E"gf;lhg B{ZST?;%M:%“%%E;‘“"
the Refrigeration System (W ZHA| AHI Q124 7| B) r D= Uztexy| e =X g+ oo oxs Sonllg
s S Date(2 X}) Concentration in PPM (5 =)
2 X [el="1 2 X OoFgq. = o
M= K| AR 18 Hnud: o8 HXMYH: Date( X} Temperature(2 L)
Date(2X}) g M e
* GP-012AL Gl 7| A & O] R FAIE S LIEO| S
I 7pX| LAEX|SHCE
*E2H0| M B0l W 2EA| A - 0| b2 0] M| = |7 Aok 239 = gCh2 ObX| 91 1hd 0| M o| Lt EEtO| 2Lt 20024 12 Y O| 0] MZHEl 4 MCH 7| Al= 3
22l oI XS 3Hx| Hori. e S e ERt e 5 & 7} 300ppm O] 310} 0F3}.11, 200214 1212 0| Hoj
il i A X|E 7| A= 500ppm 0| 5}0| O Of B
* P El= Mo @ FANE S M A OF
ohot.




Monthly Leak Detection(Of & F+Z 0 &
Z=7X)* Using a Halogenated Detector or
PCE Gas Analyzer (22l AAL7|Lt

Solvent Purchases 12-Month Total
(SHIE 0 2F 127} & Total)

Number of Wash Loads 12-Month Total
(7| AIAHE (M EN =] == 1271 & Total)

H3 L-=272tX|7| £ 0| 26}0} &) 12-Month Total Due July 1: 12-Month Total From Due July 1:
. Date: From Last Month Last Month Total
Inspected Equipment x| Lhet 12702 0| Y S A 3 7| A A HIEN 3= 1274 & Total
S A O 11 017:1 H o
22 X Lo = 7! N_Y Subtract Solvent Subtract Wash Load Count
= 0f 7}AZl & Seatings N Y Purchased from _ from July 2016 _
o 7}A 7 & Seatings N Y July 2016 (HASYLZH) (HEsESH)
3o N Y
SHE 283 & 2H 0| N Y Subtotal (A7) = Subtotal (7)) =
2 22|17 N Y
7H7| A N Y Add Solvent Purchases Add Wash Load Count
=57 N Y from July 2017 + from July 2017 +
by 7| 24 N Y (& e (S
kg =] N Y Due August 1: Due August 1:
57| ZE 823 N Y 12-Month Total = 12-Month Total =
ol 7| = 280l N Y (127§ &= H) (1270 &)
* FELAEH|= 25ppmO|3te| s E 5FY At 1271 A 7ho] SHESLONE ot A = O e X|'et127 O] 7| A (M ENR =8t A =
= QU= ZH| o of BiCt. 198 7|ZE 2 2 A 4| O] OF BHC. OjEt 1Y S 7| Z 2 2 A AtZ|OfOF BIC}.
July 2017 Ratio of Solvent Purchased to
Sunday Monday Tuesday Wednesday Thursday Friday Saturday Dry Weight of Articles Cleaned

1

Solvent Purchases 12-Month Total:

Due August 1:

8

Wash Loads 12-Month Total:

Due August 1:

11

12

13

14

Machine Capacity (in pounds):

15

16 17

18

19

20

21

Ratio Formula:

(Solvent Total: Gallon) X (

8.5 Ibs/Gal)

(Wash Load Total # ) X (Machine Capacity: |bs)

22

23 24

30 31

25

26

27

28

( )X (85 )
( ) X )

Due August 1:

29

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on

the 15t day of the month




Weekly Leak Detection Inspection Records
Is the inspected equipment leaking?
Inspected Equipment Date: Date: Date: Date: Date: Date Parts Ordered Date Parts Received Date of Repair

Hose & Pipe Connections N Y N Y N Y N Y N Y

Door Gaskets & Seatings N Y N Y N Y N Y N Y

Filter Gaskets & Seatings N Y N Y N Y N Y N Y

Pumps N Y N Y N Y N Y N Y

Solvent Tanks & Containers N Y N Y N Y N Y N Y

Water Separators N Y N Y N Y N Y N Y

Muck Cookers N Y N Y N Y N Y N Y

Stills N Y N Y N Y N Y N Y

Exhaust Dampers N Y N Y N Y N Y N Y

Diverter Valves N Y N Y N Y N Y N Y

All Filter Housings N Y N Y N Y N Y N Y

Hazardous Waste Containers N Y N Y N Y N Y N Y Are hazardous waste containers labeled & dated properly? N Y

Weekly Pressure Monitoring Log * PCE Concentration *
. Weekly Condenser . . .
Measuring the Pressure of Or T " Inside the Dry Cleaning Machine Drum
. . emperature Log
the Refrigeration System
Manufacturer |High Pressure: Low Pressure: Date Temperature Date Concentration in PPM
Specification
Date High Pressure Low Pressure
* For GP-012A *THIS MONITORING REQUIREMENT HAS
* During the drying phase determine if the high & low Before the end of the cool-down or BEEN SUSPEL\IDED UNTIL FURTHER NOTI.CE* .
. . . . However, 4t Generation Machines or higher must still
pressure of the refrigeration system is in the range of drying cycle a temperature of 7.2°C meet a standard of 300 ppm for machines manufactured
the manufacturer’s specifications. (45°F) or below must be achieved. on or after January 1, 2002 and 500 ppm for machines
* Check your permit compliance plan for manufactured before January 1, 2002.*
applicable requirements.




Monthly Leak Detection *
Using a Halogenated Detector or
PCE Gas Analyzer

Solvent Purchases
12-Month Total

Number of Wash Loads
12-Month Total

12-Month Total From

Due August 1:

Due August 1:
12-Month Total From

Last Month Last Month
Subtract Solvent Subtract Wash Load
Purchased from — Count from —

August 2016 August 2016

Subtotal = Subtotal =

Add Solvent Add Wash Load
Purchases from + Count from +

August 2017 August 2017

Inspected Equipment Date:
Hose & Pipe Connections N Y
Door Gaskets & Seatings N Y
Filter Gaskets & Seatings N Y
Pumps N Y
Solvent Tanks & Containers N Y
Water Separators N Y
Muck Cookers N Y
Stills N Y
Exhaust Dampers N Y
Diverter Valves N Y
All Filter Housings N Y
Hazardous Waste Containers N Y

Due September 1:

12-Month Total =

Due September 1:

12-Month Total =

* Leak detection equipment must be capable of

The sum of solvent purchases for the previous 12
months must be calculated on the 1st day of the

The sum of wash loads for the previous 12
months must be calculated on the 15t day of the

detecting PCE at 25 ppm or below. month. month.
August 2017 Ratio of Solvent Purchased to
Sunday Monday Tuesday Wednesday Thursday Friday Saturday 20y WEGE e ATTEES CEeize
Due September 1:
1 2 3 4 5 Solvent Purchases 12-Month Total:
Due September 1:
Wash Loads 12-Month Total:
6 7 8 9 10 11 12
Machine Capacity (in pounds):
Ratio Formula:
13 14 15 16 17 18 19 (Solvent Total: Gallon) X ( 8.5 Ibs/Gal)
(Wash Load Total # ) X (Machine Capacity: Ibs)
Due September 1:
20 21 22 23 24 25 26 ( )X ( 85 ) |_
( ) X ( ) |
The Ratio of Solvent Purchased to Dry Weight of Articles
27 28 29 30 3 1 Cleaned for the previous 12 months must be calculated on
the 15t day of the month




Weekly Leak Detection Inspection Records(0f F =& Of 20 Cist 7| 2)
Is the inspected equipment leaking?®™ A 59| 7t Aj=7¢?
Inspected Equipment - - - - - Date Parts Ordered Date Parts Received Date of Repair
s M7 A Date2X}: |Date@Xt: |[Date@X}: |Date@Xt: |DateX}: sz ool Dz Ao} 3| AR}

DA SO0 T AZES N Y N Y N Y N Y N Y

E 0] 7}A 21 & Seatings N Y N Y N Y N Y N Y

T 7FAZ & Seatings N Y N Y N Y N Y N Y

= N Y N Y N Y N Y N Y

SHE 3 & ZHO|H N Y N Y N Y N Y N Y

=227 N Y N Y N Y N Y N Y

WIH 7| FH N Y N Y N Y N Y N Y

hed N Y N Y N Y N Y N Y

B 7| S N Y N Y N Y N Y N Y

g ] N Y N Y N Y N Y N Y

37| EH512F N Y N Y N Y N Y N Y

Follm 7| & 2H| 0|4 N Y N Y N Y N Y N Y SH|H 7| S 2 0| {= UMY o 20| 20| B EAE| QlLf? N Y

. ion = =5
Weekly Pressure Monitoring Log Weekly Condenser X P_CE Concentrathn 235= 53
(0§ == 3 =3 7|2 H)* Measuring the Pressure of 0 Temperature Log “11S|Igf7t|h'i B{ngi‘;gﬂfiﬁq{%gﬁm
the Refrigeration System (W ZHA| AHI Q124 7| B) r D= Uztexy| e =X g+ — = - oo Col-ld
e > Date( 2 X}) Concentration in PPM (5 =)
2 Xx|0orad.  Xx|x{ored. = S
M= K| AR 18 Hnud: o8 HXMYH: Date( X} Temperature(2 L)
Date(2X}) g M e
* GP-012AT % 7|7+ 0| R TAE S LIF0| S
0} 7| LAIFRIBHCL.
*E2t0| IFE B0l W2 A| AR 20| M EYA I 2F S 2o = 2 Ch2 ObX| 9 0| FO| Lt E 20| J2fL}, 20024 18 0| 20| M ZHE 4 MCH 7| A= T2
HEILH 0l 2 S3H=X| & lotct. ﬁﬁﬁsﬂ%ﬁ}%ijJ(FH%ﬁP%Ml7'20c = 7} 300ppm O|5H0{ Ok, 20025 12112 O| A 0f
3 g StE Si{Of SFLCt. N .
- x| 7| %= 500ppm 0| }0| 0fOF BT,
*OiEElE ML AR S KA 5o
SIC},




Monthly Leak Detection(Of & F+Z 0 &

Z=7X)* Using a Halogenated Detector or
PCE Gas Analyzer (22l AAL7|Lt
HAF=4X|7|E 0| &3Hjof o)

Solvent Purchases 12-Month Total
(SHIE 0 2F 127} & Total)

Number of Wash Loads 12-Month Total
(7| AIAHE (M BN 2] == 1271 & Total)

12-Month Total Due September 1:

12-Month Total From

Due September 1:

; Date: From Last Month Last Month Total
Inspected Equipment K| HEH 1270 2 O] Y = 2t 7| A AL (MIEHS| 4= 127} & Total
S A O 11 017:1 H o
Ly e il N ¥ Subtract Solvent Subtract Wash Load Count
5 0f 7hA 7 & Seatings N Y Purchased from _ from Sept. 2016 _
T H 7tAZ & Seatings N Y Sept. 2016 (HEHSLZA|) (HEEYTH)
e N Y
SHE @3 & ZHO|H N Y Subtotal (27)) = Subtotal (7)) =
= =2|7] N Y
W7 FA N Y Add Solvent Purchases Add Wash Load Count
=27| N Y from Sept. 2017 + from Sept. 2017
— (=2 SHAH EQIBHA +
Hi 7| 1 N Y SEEd (B
Mat iy N Y Due October 1: Due October 1:
37| HE 5122 N Y 12-Month Total = 12-Month Total =
Sl 7| = 2H 0|4 N Y (1274 2= A) (1274 &%)
T [
* FELAEH|= 25ppmO|3te| s E 5FY At 1271 A 7ho] SHESLONE ot A = O e X212 ko] 7| AALE (M EN R =8t Al = OH &
2= U&= ZH|of of BiCL. 19 S 7| E2 2 A 4Ltz O OF BiCt. 1298 7|Z=O 2 A AtE|0fOf St}
September 2017 Ratio of Solvent Purchased to

Sunday Monday Tuesday

Wednesday

Thursday Friday Saturday

1 2

10 11 12 13

14 15 16

17 18 19 20

21 22 23

24 25 26 27

28 29 30

Dry Weight of Articles Cleaned

Solvent Purchases 12-Month Total:

Due October 1:

Wash Loads 12-Month Total:

Due October 1:

Machine Capacity (in pounds):

Ratio Formula:

(Solvent Total: Gallon) X ( 8.5 Ibs/Gal)

(Wash Load Total # ) X (Machine Capacity: Ibs)

(

Due October 1:
) X ( 8.5 )

(

) | =

) X (

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 1%t day of the month




Weekly Leak Detection Inspection Records

Inspected Equipment

Is the inspected equipment leaking?

Date:

Date: Date: Date:

Date:

Date Parts Ordered

Date Parts Received Date of Repair

Hose & Pipe Connections

Door Gaskets & Seatings

Filter Gaskets & Seatings

Pumps

Solvent Tanks & Containers

Water Separators

Muck Cookers

Stills

Exhaust Dampers

Diverter Valves

All Filter Housings

Hazardous Waste Containers

Zl|IZ|1Z2|1Z2|Z2|2|2|2|2|2|2|2

<|=<|=<|=<|=<|=<]|=<]|=<|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<
zlzlzlzlz|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<|=<|=<]|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<[|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<

Zl|Z|1Z2|1Z2|Z2|2|2|2|2|2|2]|2

<|=<|=<|=<[=<|=<]|=<|=<|<|<]|=<]|=<

Are hazardous waste containers labeled & dated properly? N Y

Weekly Pressure Monitoring Log *
Measuring the Pressure of
the Refrigeration System

Q

Weekly Condenser
Temperature Log *

Manufacturer |High Pressure:
Specification

Low Pressure:

Date

Temperature

Date High Pressure

Low Pressure

*  During the drying phase determine if the high & low
pressure of the refrigeration system is in the range of

the manufacturer’s specifications.

Before the end of the cool-down or
drying cycle a temperature of 7.2°C
(45°F) or below must be achieved.

* Check your permit compliance plan for
applicable requirements.

PCE Concentration *
Inside the Dry Cleaning Machine Drum

Date Concentration in PPM

* For GP-012A *THIS MONITORING REQUIREMENT HAS
BEEN SUSPENDED UNTIL FURTHER NOTICE*

However, 4t Generation Machines or higher must still
meet a standard of 300 ppm for machines manufactured
on or after January 1, 2002 and 500 ppm for machines
manufactured before January 1, 2002.*




Monthly Leak Detection *

Using a Halogenated Detector or

PCE Gas Analyzer

Solvent Purchases
12-Month Total

Number of Wash Loads
12-Month Total

Due October 1:
12-Month Total From

Due October 1:
12-Month Total From

Last Month Last Month
Subtract Solvent Subtract Wash Load
Purchased from — Count from —
October 2016 October 2016
Subtotal = Subtotal =
Add Solvent Add Wash Load
Purchases from + Count from +
October 2017 October 2017

Inspected Equipment Date:
Hose & Pipe Connections N Y
Door Gaskets & Seatings N Y
Filter Gaskets & Seatings N Y
Pumps N Y
Solvent Tanks & Containers N Y
Water Separators N Y
Muck Cookers N Y
Stills N Y
Exhaust Dampers N Y
Diverter Valves N Y
All Filter Housings N Y
Hazardous Waste Containers N Y

Due November 1:

12-Month Total =

Due November 1:

12-Month Total =

* Leak detection equipment must be capable of

detecting PCE at 25 ppm or below.

The sum of solvent purchases for the previous 12
months must be calculated on the 1st day of the
month.

The sum of wash loads for the previous 12
months must be calculated on the 15t day of the
month.

October 2017
Sunday Monday Tuesday Wednesday Thursday Friday Saturday
1 2 3 4 5 6 7

10

11

12 13 14

15 16

17

18

19 20 21

Ratio of Solvent Purchased to
Dry Weight of Articles Cleaned

Due November 1:
Solvent Purchases 12-Month Total:

Due November 1:
Wash Loads 12-Month Total:

Machine Capacity (in pounds):

Ratio Formula:

(Solvent Total: Gallon) X ( 8.5 Ibs/Gal)
(Wash Load Total # ) X (Machine Capacity: lbs)

22 23

24

25

26 27 28

29 30

31

Due November 1:

( )X (85 ) |_
( ) X ( ) | T

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 15t day of the month




Weekly Leak Detection Inspection Records(0f F =& Of 20 Cist 7| 2)
Is the inspected equipment leaking?®™ A 59| 7t Aj=7¢?
Inspected Equipment - - - - - Date Parts Ordered Date Parts Received Date of Repair
s M7 A Date2X}: |Date@Xt: |[Date@X}: |Date@Xt: |DateX}: sz ool Dz Ao} 3| AR}

DA SO0 T AZES N Y N Y N Y N Y N Y

E 0] 7}A 21 & Seatings N Y N Y N Y N Y N Y

T 7FAZ & Seatings N Y N Y N Y N Y N Y

= N Y N Y N Y N Y N Y

SHE 3 & ZHO|H N Y N Y N Y N Y N Y

=227 N Y N Y N Y N Y N Y

WIH 7| FH N Y N Y N Y N Y N Y

hed N Y N Y N Y N Y N Y

B 7| S N Y N Y N Y N Y N Y

g ] N Y N Y N Y N Y N Y

37| EH512F N Y N Y N Y N Y N Y

Follm 7| & 2H| 0|4 N Y N Y N Y N Y N Y SH|H 7| S 2 0| {= UMY o 20| 20| B EAE| QlLf? N Y

. ion = =5
Weekly Pressure Monitoring Log Weekly Condenser X P_CE Concentrathn 235= 53
(0§ == 3 =3 7|2 H)* Measuring the Pressure of 0 Temperature Log “11S|Igf7t|h'i B{ngi‘;gﬂfiﬁq{%gﬁm
the Refrigeration System (W ZHA| AHI Q124 7| B) r D= Uztexy| e =X g+ — = - oo Col-ld
e > Date( 2 X}) Concentration in PPM (5 =)
2 Xx|0orad.  Xx|x{ored. = S
M= K| AR 18 Hnud: o8 HXMYH: Date( X} Temperature(2 L)
Date(2X}) g M e
* GP-012AT % 7|7+ 0| R TAE S LIF0| S
0} 7| LAIFRIBHCL.
*E2t0| IFE B0l W2 A| AR 20| M EYA I 2F S 2o = 2 Ch2 ObX| 9 0| FO| Lt E 20| J2fL}, 20024 18 0| 20| M ZHE 4 MCH 7| A= T2
HEILH 0l 2 S3H=X| & lotct. ﬁﬁﬁsﬂ%ﬁ}%ijJ(FH%ﬁP%Ml7'20c = 7} 300ppm O|5H0{ Ok, 20025 12112 O| A 0f
3 g StE Si{Of SFLCt. N .
- x| 7| %= 500ppm 0| }0| 0fOF BT,
*OiEElE ML AR S KA 5o
SIC},




Monthly Leak Detection(O| & +=0j & Solvent Purchases 12-Month Total Number of Wash Loads 12-Month Total
Z7X)* Using a Halogenated Detector or (&Y E FO{ 2 127 & Total) (7| A AR (M EHZ| 4= 127 € Total)
PCE Gas Analyzer (22 2l ZA}7|Lt
HI3==2tX| 7| 2 0| &30F &) 12-Month Total Due November 1: 12-Month Total From Due November 1:
. Date: From Last Month Last Month Total
Tipreeee] [ UpIes Rlche 12742 Ol Y =74 3 7| A AFZ (M ED%] 4 1274 & Total
S A O alo 017:! H o N Y
=2 A uoj= i Subtract Solvent Subtract Wash Load Count
L£0f 7tAZH & Seatings N Y Purchased from - from Nov. 2016 -
T 7tAZ & Seatings N Y Nov. 2016 (ME=2H|) (MU =T
SHIE &3 & ZH|O|4 N Y Subtotal (24|) = Subtotal (& 74)) =
2 227 N Y
K| 7H 7 7 N Y
|71 7| 771 Add Solvent Purchases Add Wash Load Count
=27 N Y from Nov. 2017
- (=< SHA + from Nov. 2017 +
Hi 7| N Y °= = (ST
Matdig N Y Due December 1: Due Decermbor 1.
27| L 32 N Y 12- “f;;thj;lt;' = 12-Month Total =
SHm 7|2 20| N Y 127h & (274 g
TR EANBYE S eS| BEE 25T AT 127 o] SHE 0TS SAE O 5 Ty
T=1T pp STLTE Fo= = © H = L| 2l7}o 2(MEHZISBHA =
+ Sl ol 2E 718 5 o e 1018 S1Z 02 ALel0fof S1et
November 2017 Ratio of Solvent Purchased to
Sunday Monday Tuesday Wednesday Thursday Friday Saturday Dry Weight of Articles Cleaned

1

2 3

4

Solvent Purchases 12-Month Total:

Due December 1:

8

9 10

11

Wash Loads 12-Month Total:

Due December 1:

12 13 14

15

16 17

18

Machine Capacity (in pounds):

19 20 21

22

23 24

25

(Solvent Total: Gallon) X (

Ratio Formula:

8.5 Ibs/Gal)

(Wash Load Total # ) X (Machine Capacity: |bs)

26 27 28

29

30

(

Due December 1:

)X ( 85 ) |_

(

) X ( ) |

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 15t day of the month




Weekly Leak Detection Inspection Records

Inspected Equipment

Is the inspected equipment leaking?

Date:

Date: Date: Date:

Date:

Date Parts Ordered

Date Parts Received Date of Repair

Hose & Pipe Connections

Door Gaskets & Seatings

Filter Gaskets & Seatings

Pumps

Solvent Tanks & Containers

Water Separators

Muck Cookers

Stills

Exhaust Dampers

Diverter Valves

All Filter Housings

Hazardous Waste Containers

Zl|IZ|1Z2|1Z2|Z2|2|2|2|2|2|2|2

<|=<|=<|=<|=<|=<]|=<]|=<|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<
zlzlzlzlz|z]|z|z|z|z|z]|z
<|=<|=<|=<|=<|=<|=<|=<]|=<|<]|=<]|=<
zlzlz|z|z|z]|z|z|z|z|z]|z
<[|=<|=<|=<|=<|=<]|=<|=<|<|<]|=<]|=<

Zl|Z|1Z2|1Z2|Z2|2|2|2|2|2|2]|2

<|=<|=<|=<[=<|=<]|=<|=<|<|<]|=<]|=<

Are hazardous waste containers labeled & dated properly? N Y

Weekly Pressure Monitoring Log *
Measuring the Pressure of
the Refrigeration System

Q

Weekly Condenser
Temperature Log *

Manufacturer |High Pressure:
Specification

Low Pressure:

Date

Temperature

Date High Pressure

Low Pressure

*  During the drying phase determine if the high & low
pressure of the refrigeration system is in the range of

the manufacturer’s specifications.

Before the end of the cool-down or
drying cycle a temperature of 7.2°C
(45°F) or below must be achieved.

* Check your permit compliance plan for
applicable requirements.

PCE Concentration *
Inside the Dry Cleaning Machine Drum

Date Concentration in PPM

* For GP-012A *THIS MONITORING REQUIREMENT HAS
BEEN SUSPENDED UNTIL FURTHER NOTICE*

However, 4t Generation Machines or higher must still
meet a standard of 300 ppm for machines manufactured
on or after January 1, 2002 and 500 ppm for machines
manufactured before January 1, 2002.*




Monthly Leak Detection *

Using a Halogenated Detector or

PCE Gas Analyzer

Inspected Equipment Date:
Hose & Pipe Connections N Y
Door Gaskets & Seatings N Y
Filter Gaskets & Seatings N Y
Pumps N Y
Solvent Tanks & Containers N Y
Water Separators N Y
Muck Cookers N Y
Stills N Y
Exhaust Dampers N Y
Diverter Valves N Y
All Filter Housings N Y
Hazardous Waste Containers N Y

* Leak detection equipment must be capable of

detecting PCE at 25 ppm or below.

Solvent Purchases
12-Month Total

Number of Wash Loads
12-Month Total

Due December 1:
12-Month Total From
Last Month

Due December 1:
12-Month Total From
Last Month

Subtract Solvent
Purchased from
December 2016

Subtract Wash Load
Count from
December 2016

Subtotal = Subtotal =
Add Solvent Add Wash Load
Purchases from + Count from +

December 2017

December 2017

Due January 1:

12-Month Total =

Due January 1:

12-Month Total =

The sum of solvent purchases for the previous 12
months must be calculated on the 1st day of the
month.

The sum of wash loads for the previous 12
months must be calculated on the 15t day of the
month.

December 2017

Sunday Monday

Tuesday

Wednesday

Thursday Friday Saturday

1 2

10 11

12

13

14 15 16

Ratio of Solvent Purchased to
Dry Weight of Articles Cleaned

Due January 1:
Solvent Purchases 12-Month Total:

Due January 1:
Wash Loads 12-Month Total:

Machine Capacity (in pounds):

Ratio Formula:

(Solvent Total: Gallon) X ( 8.5 lbs/Gal)
(Wash Load Total # ) X (Machine Capacity: Ibs)

17 18

19

20

21 22 23

24 25

31

26

27

28 29 30

Due January 1:

( )X (85 ) |_
( ) X ( ) |

The Ratio of Solvent Purchased to Dry Weight of Articles
Cleaned for the previous 12 months must be calculated on
the 15t day of the month




